

Assembling TDR-5 or TG-4 on MDS

Set 9229804

Remove protective plastic before assembling

| 1 | 2 | 3 | 4 | 5 | 6 |
| :---: | :---: | :---: | :---: | :---: | :---: |
| Bolt M5x10 TDR to MDS | Bolt M5x16 TG to MDS | Tube silicone sealant | Washer M5 TG to MDS | TG-4 plate with double sided tape | Screw M8x12 |
| (4x) 4288231 | (4x) 0141149 | (1x) 4302373 | (4x) 4311110 | (2x) 9045002 | (1x) 4285072 |

Unpack the MDS and TDR-5 or TG-4 according the instructions in the corresponding user manual

## Mounting of the TDR-5




## Preparing older version TDR-5 for placing

K The newest version of the TDR has extra slot holes in the bottom plate (See the left picture). In case your TDR does not, follow the steps below.


## Mounting of the TG-4



- Position the interconnection wires of the MDS below the access hole* - Mount the top panel (B) on the MDS (2 bolts) (the rectangle hole should be on the side where the control panel of the grill will be located)



Exchanging the plug from the tap from the grease drawer of the TG4 (TG 110)


The current tap of the grease drawer is shown here.
The bolt head at the bottom comes out too far for stacking on the MDS. (MD space saver)


Removing the tap.
1 Turn out the set screw as shown. 2 Leave the Allen key in the set screw as shown.
3 Turn out the wing screw with some pliers.

Mounting the new tap. 4 Mount the new wing screw. 5 Apply thread locker on the new plug. 6 Fully turn the wing screw into the plug and hold the plug as shown at \#2 and tighten the set screw.


