Custom Counter Cold - cleaning

IMPORTANT: always use gloves while cleaning the Custom Counter. Be careful while cleaning: the metal parts can have sharp edges.

Step 1

IMPORTANT: turn off the
Custom Counter main
switch by turning the
switch as shown.

Step 2

Open window to remove

parts inside the Custom

s Counter as shown in the
next steps.

{ Step 3
) Take out the see through
front pane.

Step 4
Take out the second see
through pane.

Step 5
Take out the metal parts, pan
frames and/or plates.

Custom Counter Hot - cleaning

IMPORTANT: for safety reasons switch off the cabinet (see step 1 above) and ensure the cabinet has reached room temperature before cleaning.
Always use gloves while cleaning the Custom Counter and be careful while cleaning: metal parts can have sharp edges.

7 Step 1

' Open window to remove
parts inside the Custom
Counter as shown in the
next steps.

Step 2
Take out the metal parts, pan
frames and/or plates.

Step 3
Remove the bottom plate.

Step 6
Take out the air outlet.

Step 7
Rinse all parts with warm
water.

Step 8

| If necessary, use soapy water

and a soft sponge or cloth to
clean the parts. Don’t use
scouring sponges or steel

s wool.

Step 9
Remove the bottom plate.

Step 10

Clean the fans with a dry
cloth.

IMPORTANT: never use

liquids to clean fans.

Step 4

Use a mild cleaning product
and a soft sponge to clean
the area under the bottom
plate.

1 Step 5
‘ Clean the drain with a brush.

Step 6
Clean the lamps with a soft
cloth.
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Step 11
Clean the evaporator with a
cloth.

IMPORTANT: never use
liquids to clean the
evaporator.

Step 12

Use a mild cleaning product
and soft sponge or cloth to
clean the bottom plate.

Step 13

Remove the grid at the front
of the condenser by pulling it
upwards. Then take it out.

Step 14
Only us a vacuum cleaner to
clean the condenser.

Step 15

Clean the worktop with
stainless steel cleaner.
Afterwards, install all parts
back into their original
position.

Step 7

Remove glass sliding doors
by pulling it upwards. Then
take it out. Be careful that
the sliding doors do not get
scratched or damaged after
removal.

Step 8

Use glass cleaner and a
paper cloth to clean the glass
sliding doors. Put the doors
back in their position.

Step 9

Clean the worktop with
stainless steel cleaner.
Afterwards, install all other
parts back into their original
position.
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