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 WORKING AND ADJUSTMENT STEAM UNIT
If you switch on the hot cabinet and also switch on the humidification it takes some time 
before the humidification starts up. This will be activated by the the clixon (TH2 MIN) placed 
under the fan plate on operator side (see next page). This clixon is set at 80°C to avoid that 
the humidification starts up in a cold unit and so cover the window with condensation. The 
humidification/steam is permanent. When the temperature drops to 65°C the clixon switches 
off and therefore also the humidification.
Once the clixon is activated the water valve is openend. When the filtered water reaches the 
correct level, the water level sensor switches the heating on in the boiler. The water tempera-
ture is regulated by a thermostat which is set on 110°C (max. open). 
Another  thermostat is place on the bottom side of the boiler and is a dry cook safety with 2 
white wires. When this thermostat is activated it brakes and has to be replaced. 
Everything is secured by a fuse of 10A. 

Setting of timer relay:
Function:   CE
Time scale:   2 sec.
Time setting:  20.
The time scale setting of 2 sec. is the extra time that the elements are activated after the 
water level sensor gives the signal that the level is too low (this to avoid a constant in/out 
switching of the elements). 
The time setting is a means to adjust the time scale (2 sec). If set on 20 the time scale is full 
and if set on 10 the time scale is on 1. 
There is a orange indication on the timer relay that indicates that the elements are switched 
on or off.

Note: The water filter has to be changed 
every year. Part nr. 9301073.
Bypass adjusted on “0”.
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 CLIXON FOR HUMIDIFICATION

 30003526 Ass. steam humidification.

Clixon for humidification
Comes in at 80°C
Cuts off at 65°C 

dh = German hardness
fh = French hardness
eh = English hardness

Working conditions:
Maximum hardness drinking water 25dh
Water pressure    2-8 Bar
Ambient temperature   4 to 40°C
Humidity     20 to 100%
Replace filter after one year or when water hardness 
of the filtered water is above 5dh.


