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MCC series

Complete Back to Back set

Set items:

-

\

- Lower Back panel (step 3)

"\————Top cover (step 6)
- _Mounting bracket (step 4) (2x)
ik Back panel (step 5)
k“ Side cover (step 8)(2x)

- Plinth (step 1 & 10)

4.8

Mounting the plinths Step 1.

Place the rear plinth by aliaching t to both rear )_‘__Jl—,- X
adjustable legs using its two clamps. - Remove pllnths

—— ul::ﬁ_'“*

-/’:"'_'E"EL (refer Service manual 4.8)

o ey PO sk piihs no e sots Discard of back plinth according local
regulations.




Doc. nr. Rev. Registration form. ; ;-.
9124706 Instruction placement back to back for 00 fri-jado
MCC series
Step 2.

Remove back panel
(refer Service manual 11.16)

Step 3.
Mount new lower back panel, in the same
way as the previous panel.

Step 4.
‘ Mount 2 mounting bracket on the back of the
unit, 3 bolts per bracket.
<7
‘7
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Step 5.
Mount top back panel on mounting brackets.

3 bolts each side.

Result of step 5.

Step 6.
Mount top cover on top back panel
2 x bolt per side
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Optional step 7.

If connection brackets must be placed, mount
those in this step. 2 per side.

Step 8.
Mount side cover profiles.
One at each side.

Step 9.
Mount Tool clamp on the new plinth. 2 x
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Step 10.

Place new plinth underneath, by clicking the
tool clamp onto the leg.

(Refer service manual 4.8)




