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The MCC Hot SS shelfs can be mounted in two positions with a different angle, horizontal or
at a 3° incline.

The default factory setting is as ordered by the customer, but it can be field adjusted.

ISy Before starting this procedure, turn off the MCC and unplug the power
connector from the wall outlet.
Iy Let the shelfs cool down before stating the procedure

Tools: Philips screw driver (required) flat screw _
driver (recommended) flat screw driver (recommended)
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| i Y The shelf is fixed to the LED-
armature, which function, being

the axis of rotation, it rotates

ol s along with the shelf.
|
}\
-t LED-armature

Step 1.

Remove both glass side panes.

[[33° CAUTION:

Once past the top guide, the glass
pane might fall if not properly
held.

Top Guide

Step 2.

Put sliding doors together in the
middle of the sliding rails.

Step 3.
Remove on both sides the back

side glass holder (three screws
each).
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Step 4.

Remove on both sides the back
Column cover. (Top screw and
bottom screw)
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Now the adjustment screws are
reachable.

Step 5.

Take out adjustment screws on
both sides.

@Don’t let go of the shelf, it
may rotate down, potentially
damaging the glass below!

ri-jado
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Step 6.
Fasten adjustment screw on one
side in the required position,
B secondly fasten the screw on the
.9‘ ) other side.
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When the shelves are in the right position (angle)
replace all dismantled parts in reverse order.

Step 7.

Build up again.

Connect power plug again to the power wall outlet and turn unit on.
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